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I SMALL AMND ECOMNOMICAL

The equipment volume is reduced, the floor area is reduced, and the transportation cost and customer land rental cost
are reduced. It has comprehensively iterated in optics, electricity, control software and appearance, and the advantages
of small batch manufacturing are more prominent. Integrated structure, high stability and more economical price.

I HIGH EFFICIENMCY AND HIGH PRECISION

The world's first Linux control system adopts DLC variable laser power control scheme, with breakthrough productivity
and 150% - 650% increase in printing speed; The spot quality is greatly improved. It can print and make samples with a
layer thickness of only 0.05mm, which can be used to make precision samples. Molded parts have extreme detail and
smooth surface quality.

I INTELLIGENT. EASY TO OPERATE

Independently developed control software, simple interface, one click "fool" operation, simple and easy to use. Intelligent
remote control, which can realize 24-hour unmanned intelligent manufacturing.

I PERFECT COMPATIBILITLY

ProtoFab offers more than 10 self-developed materials, each with their own unique characteristics. Each has been
tested extensively and is the perfect match for this equipment.

I MADE TO MEASURE CUSTOMIZATION

The appearance,color and materia can be custom madel. At the same time, it can also choose the modular upgrade of
variable spot intelligent scanning system, automatic door opening, automatic feeding, automatic environmental sensing,
remote control and so on. It can fully meet the customization requirements of industry 4.0.
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SLAGOOF-DLTC TECHMNICAHAUL DATH SHEET

Build Size (xyz)1 600 x 600 x 400 mm (23.62 x 23.62 x 15.75 in)

Scanning Speed 6.0 m/s (Recommended) 10.0 m/s (Maximum)

Layer Thickness 0.1 mm (0.004 in)

SCANLAB Galvanometer Scanner Beam Size: the diameter of fixed spot: 0.08mm-0.15m

Optical System i i
the diameter of variable spot: Samll spot: 0.08mm-0.15m; Large spot: 0.45mm

STL,CTL,0BJ,PLY,ZPR,ZBD,AMF,WRL,3DS,

CADIInterface FBX,MJPDDD 3DPRINT,BFF,IGES,IGS,STEP and STP

Ambient Temperature 22 - 25°C (71.6 - 7T7°F)

200 - 240 VAC 50/ 60 Hz 16A

Power Requirements ) :
(Available according to local voltage standard)

taxinie s PRy IR o NETFABB' materialise and size, part orientation and post-processing methods.

7 @SCANLAB e ORTEX AUTODESK" el Accuracy may vary depending on build parameters, part geometry
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